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NPS L d G D Liner
Thickness

Weight						
(Kg)

2” 43 30 92.1 112.4 3.5 2.7

2.5” 46 55 104.8 131.2 3.5 3

3” 46 55 127 143.8 3.5 5

4” 52 72 157.2 181.7 3.5 6.8

6” 56 115 215.9 231.1 3.5 11

8” 60 155 269.9 288.1 3.5 19

10” 68 190 323.8 350.2 4 28

12” 78 240 381 419.9 4 39

14” 78 275 412.8 462.6 4 65

16” 102 305 469.9 526.4 4.5 90

18” 114 355 533.4 562.5 4.5 105

20” 127 405 584.2 619.6 4.5 165

24” 154 450 692.2 732.4 4.5 255

ASME	B16.34	CLASS	150	Dimension	Data

Design	Standards ASME, JIS,	DIN,	GB Lining	Material PFA, PTFE,	FEP,	PO

Available	Body Material WCB,	CF8,	CF8M,	
Titanium

Available	Temperature	 -20℃~150℃

Liner	thickness >	3mm Spark	Test 14	KV

Specification

To	Keep	Valve	Liner	not	be	damaged	
during	movement,	VerSpec supply	
one	lifting	lug.

Virgin	PTFE	Retainer	to	avoid
disc	fall	off

T-Slots	Locked-in	design	for	liner	
using	life

Disc	made	by	WCB	lining	with	PFA
Not	only	has	great	corrosion	resistance
performance,	but	also	strength.

Scientific	and	reasonable
disc	construction	design
to	make	valve	flow	max.

Epoxy	Painting	for	WCB	body	to	
increase	corrosion	resistance	of	
steel	construction

VH74-PFA Lined Single Plate Swing Check Valve
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